
405 LAKE ROAD, UNIT 2 
BOWMANVILLE, ON  L1C 4P8

T: 905-697-4276  F: 905-697-6422
www.nordockinc.com

LOGI-SMART®  COMBINATION CONTROL PANEL TRANSMITTAL  2023

DATE: EMAIL:

SALES PERSON: QUOTED BY:

PHONE: FAX:

AN INTEGRATED WAREHOUSE SOLUTIONS BRAND

BILL TO: SHIP TO:          SAME AS BILLING ADDRESS END USER:

DISCONNECT

NONE (STANDARD)

ROTARY FUSED (SHOWN)

FLANGE FUSED

DOCK CONTROL

OVERHEAD DOOR CONTROLS 
(DRY CONTACT PUSHBUTTONS ONLY)

YES NO

ALARM (STD on AR, PH, SL, PC 
Series & ATL-500/900 & MTL-300)

YES NO

RESTRAINT CONTROLS
(select applicable restraint to be 
controlled from the list below)

AIR SHELTER

YES NO

RESTRAINT BYPASS OPTION

 PUSHBUTTON (STANDARD)

KEYED OVERRIDE SWITCH (OPTIONAL)

OPEN
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LOGI-SMARTTM

controls

Do not initiate RESTRAINT
BYPASS  unless vehicle
wheels have been chocked.
Only authorized trained
personnel should initiate
RESTRAINT BYPASS

WARNING

REAR IMPACT GUARD

Proper Engagement LOCK

RESTRAINT
BYPASS

RELEASE
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LOSS OF POWER
THE AUTOMATIC RESTRAINT REMAINS OPERATIVE FOR A TIME
AFTER  THE POWER IS INTERRUPTED
WHILE ON BATTERY, HOOK SPEED WILL BE REDUCED AND SIGNAL
LIGHTS WILL BE LESS BRIGHT.

MODEL AR
®

o Do not operate or service this equipment without
   proper training and knowledge.
o Chock truck wheels if the SMART-HOOK® cannot
   properly secured the trailer rear impact guard.
o Visually ensure that the SMART-HOOK® has
   properly secured the trailer rear impact guard before
   loading.
o Stand clear of all moving parts.
o Do not operate this equipment if it appears to be
   broken or not functioning correctly.
o Contact your supervisor, an authorized Nordock Inc.
   representative or Nordock Inc. if you have any doubt
   of the safe operation, maintenance, or service of this
   equipment.

Read and observe these warnings.
Failure to do so may result in personal

injury or property damage.

CAUTION

XX-XXXX

danger     hazar dous vol t age
Turn off power supplying this equipment before working on or inside.

Electric shock will cause severe injury or death.

May contain more than one power supply.

DOCK RAISE
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NOTE: Inside light must be green or flashing red/green
for dock controls to be active.

UP

OUT

Push in to stop

Pull/Twist to release

STOP

LIP EXTEND

LIP OUT

DOCK LIGHT

                       OPERATION
TRUCK IN SEQUENCE

-  OPEN THE DOCK DOOR.
-  ENSURE TRUCK IS AGAINST BUMPERS AND BRAKES ARE SET
-  PRESS THE "LOCK" BUTTON; THE HOOK WILL ROTATE UP TO

   ENGAGE THE TRUCK'S REAR IMPACT GUARD (RIG)
-  VISUALLY CHECK THAT THE HOOK HAS PROPERLY ENGAGED THE
   REAR IMPACT GUARD
-  GREEN LIGHT AND VISUAL PASS = SAFE TO LOAD
-  ALARM SOUNDS WITH RED LIGHT = FAULT CONDITION
   - CHOCK TRUCK WHEELS.
   -  PRESS "RESTRAINT BYPASS" BUTTON FOR RED/GREEN LIGHT =
      CAUTION

- PRESS AND HOLD THE "RAISE" BUTTON UNTIL THE RAMP HAS
  FULLY RAISED AND THE LIP HAS FULLY EXTENDED.

- RELEASE THE "RAISE" BUTTON: THE RAMP WILL LOWER WITH THE
  LIP EXTENDED ONTO THE BED OF THE TRAILER

- PROCEED WITH LOADING/UNLOADING THE TRUCK

TO PERFORM BELOW DOCK END LOAD OPERATIONS

- PRESS AND HOLD THE "RAISE" BUTTON UNTIL THE RAMP HAS
  RAISED ABOUT 4" ABOVE THE FLOOR.
- RELEASE THE "RAISE" BUTTON AND PRESS THE "LIP EXTEND"
  BUTTON.
- RELEASE THE BUTTON ONCE THE LIP HAS EXTENDED ENOUGH TO
  CLEAR THE LIP KEEPERS.
- THE RAMP WILL LOWER, WITH THE LIP PARTIALLY EXTENDED, TO
  THE FULL BELOW DOCK POSITION.
- PROCEED WITH LOADING/UNLOADING OF END LOADS.

TRUCK OUT SEQUENCE

    NOTE:

    MAKE SURE THE DOCK LEVELER IS CLEAR OF ALL PERSONNEL,

    EQUIPMENT AND MATERIALS BEFORE PLACING IT IN THE STORED

    POSITION

- PRESS AND HOLD THE "RAISE" BUTTON UNTIL THE RAMP LIFTS AND

  THE LIP SWINGS CLEAR OF THE TRAILER.

- RELEASE THE "RAISE" BUTTON.  THE RAMP WILL LOWER TO THE

  LEVEL, STORED POSITION WITH THE LIP SUPPORTED IN THE KEEPERS.

TO RELEASE TRAILER AFTER LOADING
 (RAMP MUST BE STORED BEFORE RESTRAINT CAN  BE RELEASED)
- ENSURE THE DOCK LEVELER IS STORED
- CLOSE THE DOCK DOOR
- PRESS THE "RELEASE" BUTTON. THE HOOK WILL STORE
- OUTSIDE LIGHT WILL SHOW GREEN - TRUCK MAY LEAVE

DOCK LIGHT SWITCH

YES - Controls Hard Wired
          Dock Light

YES - Switch to Control 
          Power to Receptacle

OR

NO

(select applicable dock to be 
controlled from the list below)

PANEL MOUNTED GFI DUPLEX RECEPTACLE

NO

3A - Suitable for up to 300W Incandescent 
Dock Light

7A - Suitable for 300W Dock Light & 1/4 
Hp Dock Fan

15A - Standard Wall Plug Circuit Rating

ENCLOSURE MATERIAL

STEEL (STANDARD)

STAINLESS STEEL

NON-METALLIC 
(POLYCARBONATE OR FIBREGLASS)

PANEL ENVIRONMENT RATING

NEMA 12 (STANDARD)

NEMA 4 (Outdoor Use)

NEMA 4X (Washroom with Cleaners) 

NEMA 7 Explosion Proof 
(Class 1, Groups A,B,C & D)

NEMA 9 Explosion Proof 
(Class 2, Groups E,F & G)

        RESTRAINT MODEL TO BE CONTROLLED :

MTL MODELS: MTL-230 MTL-250

ATL MODELS: ATL-400 ATL-450 ATL-500 ATL-900

AR SERIES: AR-10K AR-20K

PIT HOOK: PH-3000 PC-6000POSI-CHOCK:

SHUR-LOCK: SL-7000 DC-300DOK-CHOCK:

       OTHER EQUIPMENT & OPTIONS:

POWER SAFETY GATE: MODEL ASG

SUPER-COM: Red/Green Interior Light Bar Mounted Above Door

GUIDING-LIGHT: Two Exterior Mounted Amber LED Guide Strips

        DOCK LEVELER MODEL TO BE CONTROLLED :

SUPPLY VOLTAGE:      110/115/120  ___________ THREE PHASE:208SINGLE PHASE: 230 230 460 575|QTY REQ: ___________

MTL-300 AIR-POWERED: CA AD SA BA ADF ADFB

HYDRAULIC RAISE ONLY: CH ND SH SHF

HYDRAULIC LIFT & LIP: NH SD SHLF NB SBL

OTHER MFR (Specify Make & Model) ______________

EDGE OF DOCK: EH EFH EFHB

RAIL DOCKS: NR NRTL SRD

VERTICAL DOCKS: NV NVTL

SPECIALTY DOCKS: TLH TLHR XW

OTHER MFR (Specify Make & Model) ______________

COMMENTS: PRICE:
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