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SITE DIMENSIONS 

DOOR \JIDTH• 

DOOR HEIGHT• 

DOCK HEIGHT• 

BUMPER PROJECTION• 

APPROACH GRADE• --- :I. SLOPE 

LEVEL   DECLINE  INCLINE   
GRADE \JALL EXTENSION, 

BUILDING \JALL SETBACK• 

CLEARANCE ABOVE DOOR• 

ORDER INFORMATION 

II 

II 

II 

II 

II 

II 

II 

BILL TD• 

SHIP T□,

ORDER DATE• 

COST EACH, 

QUANTITY 

TOTAL COST 

FREIGHT COST• 

PURCHASE ORDER ND, 

NOTES• 

5 Upper 
Supports 

FEATURE SUMMARY 
■ Superior IJEART□UGHe Cover F o.lorlc 

Kiln Drleol Superior Gro.ole Pressure Treo. teol LuMloer 
■ F oo.M Wro.ppeol Welghteol Seo.ling Loloes 
■ Doulole Lock Stltcheol With High Strength Threo.ol 
■ Yellow Gulole Stripes for Driver Positioning 
■ BottoM Dro.ft Po.els� Upper Snow Loo.cl Supports 
■ Tro.nslucent Flloerglo.ss Top Sheeting 
■ Upper Support Stro.ps 
■ Go.I vo.nlzeol Mounting � Support Ho.rolwo.re 

Heo.oler 
Projection Cleo.ro.nce 

Aloove Door 

Door 
Height 

182' Mounting 
Dlsto.nce 
FroM Grounol 

-l 

Bullollng Floor 

BuMper Dock 
Projection Height 

MODEL FF-RS9 SHELTER SPECIFICATIONS 

CURTAIN FABRIC• 40 DZ, 50 DZ, •XT-1000
UNIT \JIDTH• 
UNIT HEIGHT• 

II 

II 

SIDE CURTAIN• 

132' OTHER 
134' OTHER 

21• OTHER _____ 

11 

TRAILER DOOR GAP SEAL  
SIDE PROJECTION• TOP• 11 BOTTOM II 

---

HEAD CURTAIN• 30'DRDP    OTHER _____ 

11 

TOUGH-SPLIT™ GUSSETS 
RAINSTDP MODEL• RS9-2 TRUCKS 12'9' TD 13' 6' HIGH 

RS9-3 TRUCKS 12' TD 13' 6' HIGH   

RS9-4 TRUCKS 11'5' TD 13' 6' HIGH 
HEADER PROJECT• 44• so· 56' OTHER II 

-----

HEADER \JIDTH• 138'  OTHER 11 

NOTES, HEADER PROJECTION IS 26' MORE THAN THE TOP □F 
THE SIDE FRAME FDR RS9-2 UNITS AND 32' MORE FDR RS9-3 
UNITS, MOUNTING BRACKETS REQUIRE HEADER TD BE AN 
ADDITIONAL 6' MORE THAN UNIT \JIDTH. THE MOUNTING HEIGHT 
MUST BE MAINTAINED AT 182' ABOVE GRADE, CONSULT FACTORY 
FDR ALTERNATIVE SUPPORT METHODS IF THERE IS 
INSUFFICIENT CLEARANCE ABOVE UNIT FDR THE SUPPORT 
BRACKETS, HEADERS MORE THAN so· HAVE 5 SUPPORTS, 
TRAILER D□□R GAP SEALS ARE DESIGNED FDR STANDARD 
102'\JIDE TRAILERS AND REQUIRES THE VERTICAL SIDE 
CURTAINS TD BE 14' IN FRONT □F DOCK BUMPERS \JITH A 90' 
CLEAR OPENING \JIDTH BET\JEEN CURTAINS, 

•XT-1000, IS STANDARD FDR RAIN-STOP™ IMPACT AREAS 

 


	Door Width: 
	Door Height: 
	Dock Height: 
	Approach Grade: 
	Level: Off
	Decline: Off
	Bumper Projection: 
	Building Wall Setback: 
	Clearance Above Door: 
	Incline: Off
	Grade Wall Extension: 
	Bill To: 
	Ship To: 
	Order Date: 
	Quantity: 
	Cost Each: 
	Total Cost: 
	Freight Cost: 
	Purchase Order No: 
	Notes: 
	Notes 2: 
	40 Oz: Off
	50 Oz: Off
	XT-1000: Off
	132”: Off
	Unit Width Other: 
	134”: Off
	21”: Off
	Side Curtain Other: 
	Unit Height Other: 
	Trailer Door Gap Seal: Off
	Top: 
	Bottom: 
	30” Drop: Off
	Head Curtain Other: 
	TOUGH-SPLIT GUSSETS: Off
	RS9-2: Off
	RS9-3: Off
	RS9-4: Off
	44”: Off
	50”: Off
	56”: Off
	138": Off
	Header Project Other: 
	Header Width: 


