
 

RAINSTOP SERIES 

MODEL RS-9000 TRAILER TOP SEAL 
THE PATENTED RAINSTOP SEAL DIVERTS WATER, WIND AND CONTAMINANTS AWAY FROM THE 
DOCK AREA TO PROTECT PRODUCTS, PERSONNEL AND PROPERTY. THE PATENT-PENDING 
MULTIPLE WEIGHTED LOBE DESIGN COVERS A WIDE RANGE OF TRAILER AND TRUCK HEIGHTS 
RESULTING IN THE MOST VERSATILE SOLUTION AVAILABLE. AUTOMATICALLY POSITIONED TO 
WIPE THE ENTIRE WIDTH OF THE TRAILER, THE SMART AND SIMPLE DESIGN IS EASILY 
INSTALLED ABOVE EXISTING DOCK SEALS OR COMBINED WITH NORDOCK SHELTERS FOR A 
COMPLETE SOLUTION FOR A SAFER, CLEANER AND ENERGY EFFICIENT WORK ENVIRONMENT.      

  FEATURE SUMMARY 

 Constructed With Superior WT-90 
WEARTOUGH® Fabric  

 All Seams Double Lock Stitched With 
High Strength Thread 

 Pressure Treated Superior Grade 
Lumber Head Frame Covered With 
Translucent Fiberglass Sheeting 

 Patent-Pending Dual or Triple Lobe  
 Raked Head Frame to Divert Water 
 Rugged Galvanized Steel Mounting 

Brackets & Hardware 
 Upper Snow Load Support Straps  

 

 Provides Maximum Weather-Tight Seal To Prevent 
Moisture From Affecting Loading Dock Operations 

 Positions Automatically With No Manual Activation 
Required 

 Easy Installation Above Dock Seals or Combined 
With Nordock Shelters 

 Simple Effective Design With No Required 
Maintenance  

 Extra Wide Construction Ensures The Full Width of 
The Trailer Top Is Sealed  

 Model RS9-2 Seals Trailers 12’-9” to 13’-6” High & 
Model RS9-3 Seals Trailers 12’ to 13’-6” High  


